
Chlorinated paraffin CP-66Т 

 

Chlorinated paraffin mixture with chain length of С12–С30 

STO 00203275-212-2008 with rev. 1-3 

analogue of chlorinated paraffin CP-1100, Hordaresin NP-70, hostaflam СН-150 

does not contain carbon tetrachloride 

CHEMICAL FORMULA: 

СnН2n+2-xClx, where х =18-23, С=12-30 

APPEARANCE: 

Cream-white to light-brown powder 

SPECIFICATIONS: 

INDICATOR NAME 
VALUE 

GRADE А GRADE B GRADE C 

Chlorine content, wt%, min. 70 70 67 

Thaw point, °С, min. 70 70 67 

Thermal stability converted to mass fraction of split hydrogen chloride (НСl), %, max. 0.2 0.2 0.2 

Content of sieve residue, screen 0.4 K, wt%, max. 4 4 5 

Optical density in wavelength range of 1,650 cm-1, max.: 

a) for cells with absorption layer of 0.1 mm 0.025 0.03 0.04 

b) for cells with absorption layer of 1 mm 0.25 0.3 0.4 

Colour acc. to iodine scale, mg J2 /100 cm3, max. 8 not defined 

Ring-and-ball softening point (R&B), °С 90–100 

 

USES: 

As an additive to polymer materials (polystyrene, polyethylene, synthetic rubbers, plastics etc.) and rubber mixtures to reduce their 

combustibility (as a flame retardant) and strengthen self-extinguishing properties as well as in producing chemical water resistant and 

flame retardant paints based on chlorinated polyvinylchloride resin, chlorinated rubber and other polymers.  

PROPERTIES: 

Well soluble in chloroform, carbon tetrachloride, limitedly soluble in acetone, benzene. If a customized approach is used, changes in 

properties and thaw point increase are possible. 

PACKAGING: 

Special 4-loop big bags for bulk products made of polypropylene fabric with a maximum net weight of 1,000 kg, including customized 

bags. Technical bags for bulk products made of polypropylene circular fabric with a net weight of 15 kg. Upon agreement with the 

customer, other packaging types can be used provided that they guarantee quality and safety of the products. 

TRANSPORTATION AND STORAGE: 

By any means of transportation in accordance with the shipping rules applicable for the particular means of transportation. Store in 

unheated covered warehouses protected from exposure to humidity and direct sunlight. Guaranteed shelf life is one year from the 

manufacture date. 

SPECIAL PROPERTIES AND SAFETY MEASURES: 

Low-hazardous, slow-burning, non-flammable and non-explosive substance, does not require special precautions. Hazard class 4. 
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